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Abstract: 3D reconstruction and 3D printing of subject-specific anatomy is a promising technology for
supporting clinicians in the visualisation of disease progression and planning for surgical intervention.
In this context, the 3D model is typically obtained from segmentation of magnetic resonance imaging
(MRI), computed tomography (CT) or echocardiography images. Although these modalities allow
imaging of the tissues in vivo, assessment of quality of the reconstruction is limited by the lack of a
reference geometry as the subject-specific anatomy is unknown prior to image acquisition. In this
work, an optical method based on 3D digital image correlation (3D-DIC) techniques is used to
reconstruct the shape of the surface of an ex vivo porcine heart. This technique requires two digital
charge-coupled device (CCD) cameras to provide full-field shape measurements and to generate a
standard tessellation language (STL) file of the sample surface. The aim of this work was to quantify
the error of 3D-DIC shape measurements using the additive manufacturing process. The limitations
of 3D printed object resolution, the discrepancy in reconstruction of the surface of cardiac soft tissue
and a 3D printed model of the same surface were evaluated. The results obtained demonstrated the
ability of the 3D-DIC technique to reconstruct localised and detailed features on the cardiac surface
with sub-millimeter accuracy.
Keywords: 3D reconstruction; digital image correlation (DIC); geometric discrepancies; additive
manufacturing; soft tissues; shape measurements
1. Introduction
Additive manufacturing (AM) of cardiovascular structures offers clinicians the opportunity to
visualise and manipulate a 3D object, highlighting its morphology and physical size and supporting
surgeons in the planning of complex interventions [1]. The generation of the 3D object generally
consists of three phases:
1. Imaging of the anatomy of interest using computed tomography (CT), magnetic resonance
imaging (MRI) or ultrasound (US) imaging;
2. Image post-processing to create the 3D representation of the object (e.g., segmentation) and
conversion of the 3D model to a file format suitable for the AM procedure such as standard
tessellation language (STL);
3. The 3D printing process, which involves the editing and loading of the STL file into a slicing
software environment that makes the STL file readable by the 3D printer (g-code).
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An alternative approach to the above-mentioned imaging modalities for surface reconstruction
is provided by stereo-optical systems (e.g., two cameras) that can reconstruct the 3D surface of an
object from two different views with an accuracy comparable to the microCT (µCT) technique [2].
Stereo-optical methods are very versatile because they can be employed to image samples at different
length scales. For instance, using microscopy techniques such as atomic force microscopy (AFM),
scanning tunneling microscopy (STM), near field scanning optical microscopy (NFSOM) and scanning
electron microscopy (SEM), 3D surface profile measurements at the microscale can be achieved.
However, these techniques have some disadvantages that limit their applicability in reconstructing the
surface of soft biological tissues [3].
Using two calibrated cameras, 3D reconstruction is achieved by performing triangulation of the
2D coordinates of correspondence points (pixels) identified in the two images. However, before the
triangulation procedure, matching algorithms can be used to address the correspondence problem [4].
Digital image correlation (DIC), a non-contact optical method, can be used to match the same
neighbourhood of pixels, called subsets, in the image pair with sub-pixel accuracy [5]. The degree of
similarity between subsets is computed using a correlation criterion [6]. To successfully determine the
correlation between image pairs, the sample surface must have a stochastic distribution of distinctive
features (e.g., speckle pattern) that can be artificially created [7].
The combination of a stereo vision system and the DIC method, allowing so-called 3D-DIC
methods, has seen widespread use in several engineering fields also including biomedical
applications [8]. Being a non-contact and full-field technique, the DIC method has significant potential
to characterise strain in soft tissues, providing a localised measure of strain on the tissue surface without
affecting physical properties. Furthermore, recent developments of this technique have enabled
extension to real-time measurements of physiological human parameters in vivo [9,10]. In addition,
3D-DIC may find an application in the cardiac strain imaging field [11], which has clinical applications
in assessment of the functionality of the heart and to diagnose the progression of cardiovascular
disease (CVD) [12]. Clinical imaging techniques such as Ultrasound [13], tagged Magnetic Resonance
Imaging [14] and radiography [15] are typically used to track in vivo deformation of cardiac
tissues. 3D-DIC provides measurements at high spatial resolution offering the potential to validate
measurements obtained with these lower resolution imaging techniques.
In the 3D printing context, the output of 3D-DIC shape measurements provides appropriate
data for 3D model generation. In fact, in contrast with CT, MRI and US techniques that require a
post-processing phase to create the 3D model, 3D-DIC directly provides a 3D point cloud describing
the object surface, suitable for straightforward conversion to STL format. In the current work, we use
the 3D-DIC method to generate a 3D model of the surface of an ex vivo porcine heart.
The aim of this paper is threefold:
(i) To describe the creation of the 3D model of the cardiac surface for the AM process using 3D-DIC;
(ii) To evaluate the change in geometry between the reconstructed 3D shape of the cardiac surface
and the reconstructed 3D shape of the 3D printed cardiac surface;
(iii) To assess the accuracy of the 3D printer using µCT to compare this with results from
DIC evaluation.
This approach allows evaluation of errors associated with both the DIC reconstruction technique
and the 3D printing process.
2. Materials and Methods
The workflow implemented in this paper is outlined in Figure 1 and includes the following
steps: (a) stereo imaging of the cardiac tissue surface and 3D shape reconstruction using the 3D-DIC
method (3DsurfCTS); (b) 3D model and STL generation of the cardiac surface; (c) 3D printing of
the model of the cardiac surface; (d) stereo imaging of the 3D printed cardiac surface and repeated
3D shape reconstruction using the 3D-DIC method (3Dsurf3DM); (e) evaluation of the geometric
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discrepancy between the two reconstructed surfaces (3DsurfCTS and 3Dsurf3DM); (f) comparison of
the geometrical discrepancy with the 3D printer accuracy assessed through µCT measurements.
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left image containing 449,095 pixels (Figure 2B). To provide a dense mapping of the correspondence 
points between the left and right image (Figure 2C), DIC analysis was performed on the ROI using a 
subset size of 21 × 21 pixels and a step size (distance between subsets) of 3 pixels. DIC processing was 
carried out with Ncorr [17], an open source Matlab program. Using the camera calibration data, 
triangulation of the correspondence points enabled 3D shape reconstruction of the cardiac tissue 
surface (Figure 2D). This reconstructed surface is referred to as 3DsurfCTS. Subsequently, a 3D model 
and STL file of the reconstructed surface were produced using the Matlab surf2solid.m and stlwrite.m 
functions, respectively [18,19], as shown in Figure 2E. These functions generate a surface from X, Y 
and Z point data using Delaunay triangulation and then create a solid volume by extending the 
surface to specified boundaries which is then written to an STL file. 
Figure 1. Outline of the study.
2.1. Cardiac Tissue Stereo Imaging and 3D Model Generation
The surface of a porcine heart collected from a local abattoir was prepared for DIC analysis
applying a speckle pattern using the approach described in a previous work [16]. Briefly, the cardiac
surface was firstly coated with a blue dye (Methylene blue, Sigma-Aldrich Company Ltd, Dorset, UK)
to create a dark background, then white speckles were applied with an airbrush (124 kPA working
pressure, 0.3 mm nozzle diameter, approximately 15 cm spraying distance, Iwata Hi-Line HP-CH,
Anest Iwata-Medea Inc., Portland, OR, USA.) using white spray paint (Com-Art, Anest Iwata-Medea
Inc., Portland, OR, USA). Two different image views of the cardiac tissue surface were captured
using two 8-bit CCD digital cameras (Flea2-13S2, Point Grey Research Inc., Vancouver, BC, Canada)
with 1024 × 768 pixel resolution (Figure 2A) and 25 mm focal length lenses. The cameras were
placed at a distance from the cardiac tissue of approximately 45 mm ensuring the entire sample
surface (52 mm × 40 mm) was within the camera field of view (FOV). Under these conditions, image
magnification and image resolution were 0.07 and 50 µm/pixel, respectively. The internal (focal
length, principal points and lens distortion coefficients) and external (orientation and position of
one camera with respect to the other) camera parameters were computed with the Matlab stereo
calibration application (Matlab R2015b, Mathworks, Natick, MA, USA) using twenty images pairs of a
9 × 7 square chequerboard (4 mm internal square size) captured at different positions and orientation.
A polygonal-shaped region of interest (ROI) was identified on the cardiac tissue surface of the
left image containing 449,095 pixels (Figure 2B). To provide a dense mapping of the correspondence
points between the left and right image (Figure 2C), DIC analysis was performed on the ROI using a
subset size of 21 × 21 pixels and a step size (distance between subsets) of 3 pixels. DIC processing
was carried out with Ncorr [17], an open source Matlab program. Using the camera calibration data,
triangulation of the correspondence points enabled 3D shape reconstruction of the cardiac tissue
surface (Figure 2D). This reconstructed surface is referred to as 3DsurfCTS. Subsequently, a 3D model
and STL file of the reconstructed surface were produced using the Matlab surf2solid.m and stlwrite.m
functions, respectively [18,19], as shown in Figure 2E. These functions generate a surface from X, Y and
Z point data using Delaunay triangulation and then create a solid volume by extending the surface to
specified boundaries which is then written to an STL file.
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Figure 2. Schematic representation describing the process implemented to reconstruct and generate
the 3D model of the cardiac surface using the 3D-DIC technique. (A) Stereo-imaging of the cardiac
tissue surface (for the sake of clarity, the cardiac sample has been rendered as a sphere); (B) Polygonal
region of interest (ROI) identified on the image of the cardiac tissue surface (red dots) captured by the
left camera; (C) The corresponding points (green dots) o the image of t e cardiac tissue surface as if
it were seen by the ight camera co puted by the DIC a alysis; (D) 3D shape r constructio of the
cardiac tissue surface using the c meras calib i data and the triangulation of the corr sponding 2D
coordinates; (E) 3D model and STL generation of the reconstructed cardiac tissue surface.
2.2. Additive Manufacturing and Stereo Imaging of the 3D Printed Object
A 3D printed model of the cardiac tissue surface was created with an X400 PRO V3 (German
RepRap, GmbH, Feldkirchen, Germany) fused deposition modeling 3D printer using polylactic
acid (PLA) filament (1.75 m diameter). The STL file was loaded into 3D printer slicing software
(Simplify3D). The 3D m del was oriented orthogonally to the printer bed. The printer se tings used
were: printing speed 900 mm/s, infill per entage 20%, layer height 0.1 mm. In accordance with the
‘white on black’ approach used to mark the soft tissue during the speckle pattern application, the
3D printed object was coated firstly with black spray paint (Fast dry enamel, PlasticKote, Wolvega,
The Netherlands) and then speckles were applied as before using the airbrush.
The 3D printed model, shown in Figure 3A, was imaged using the same stereo-optical setup and
DIC parameters as before and a polygonal-shaped region of interest (ROI) was identified on the left
image containing 447,613 pixels. The same procedure was used as before to obtain a 3D reconstruction
of the surface of the 3D printed model. This reconstr cted surface is referred to as 3Dsurf3DM.
To study variation in quality between the two applied speckle patterns, a morphological
analysis [20] of the speckle pattern on the cardiac tissue surface and the 3D printed model surface
was performed.
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Figure 3. (A) 3D printed object with the applied speckle pattern and the ROI (green) used to
reconstruct 3Dsurf3DM; (B) Sub-region on the 3D printed model used to assess the accuracy of
the rigid registration process.
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2.3. Comparison of Reconstructed Tissue Surface with Reconstructed 3D Model Surface
The 3D point cloud of the reconstructed cardiac tissue surface (3DsurfCTS) and the 3D point cloud
of the reconstructed 3D printed model surface (3Dsurf3DM) were aligned using a rigid registration
process based on the iterative closest point (ICP) algorithm, which computed the rotation matrix and
translation vector to transform 3Dsurf3DM to the same coordinate system as 3DsurfCTS. Afterwards,
a triangular mesh was created over each surface and linear interpolation was used to obtain the Z
coordinates of each surface over an identical grid of points in X and Y coordinates. The discrepancy
in the Z coordinate between 3DsurfCTS and 3Dsurf3DM was computed along with the maximum
absolute discrepancy and the 95th percentile of the measured deviations [21]. Furthermore, to verify the
accuracy and robustness of the rigid registration process, the changes in geometry between 3DsurfCTS
and 3Dsurf3DM were also assessed using a sub-region of the 3D printed cardiac surface, depicted in
Figure 3B.
2.4. Measurement of 3D Printer Geometric Accuracy with µCT
An estimate of the spatial errors inherent in the 3D printing process was also obtained by printing
small, simple shapes which were then imaged in a µCT scanner. Due to the acquisition volume
constraints of the µCT machine, the full printed cardiac surface could not be used. Four test objects
containing different sized slits, lines, holes and hemispheres were designed in tinkerCAD software [22].
Slit width ranged from 0.2 mm to 4 mm, the hole and hemisphere radii ranged from 0.5 mm to 4 mm
and the lines were printed with thickness 1 to 4 mm (see Figure 4). The test objects were exported from
tinkerCAD as STL files and then imported into simplify3D software for slicing. Print settings were
similar to those used for the cardiac surface, although printing speed was increased by approximately
50% (1400 mm/s).
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3. Results 
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mm from the physical size stated by the manufacturer, while the principal points in pixel unit (cx and 
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Figure 4. Photographs of the four printed test objects, with variable hole sizes (top left); variable
hemispheres (top right); lines (bottom left) and slits (bottom right).
Once printed, each test object was placed within a Skyscan 1172 µCT scanner (Bruker, Kontich,
Belgium). Scanner settings were adjusted such that the reconstructed voxel size (filtered back
projection) was 12 µm. Following image acquisition and reconstruction, the linear dimensions of each
feature in each object were measured manually in three places using DataViewer software (SkyScan,
Version 1.4.4, Kontich, Belgium). Measured dimensions were compared with the original dimensions
of the geometry design.
3. Results
3.1. 3D Shape Reconstruction and Speckle Pattern Quality
The focal lengths of the cameras obtained from camera calibration differed by approximately
1 mm from the physical size stated by the manufacturer, while the principal points in pixel unit
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(cx and cy) and distortion coefficients (k1, k2) for the left and right camera were: (520, 398), (495, 421)
and (−0.6777, 114.3260), (−0.6549, 103.7227), respectively. Overall, the intrinsic and extrinsic camera
parameters obtained were in good agreement with the physical set-up of the stereo system. The 3D
reconstruction assessed using a control object with known geometry suggested measurement accuracy
of the order of 15 µm.
The assessment of the quality of the two speckle patterns is reported in Figure 5, which describes
the cumulative percentage of speckles with a radius belonging to a specific interval.
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The 3D shape reconstruction of the cardiac tissue surface (3DsurfCTS) and the 3D printed model
surface (3Dsurf3DM) are shown in Figure 6A,B, respectively. The dataset of the reconstructed surfaces
is available as Supplementary Materials.
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3D printed model surface (3Dsurf3DM).
3.2. Geometric Deviations between 3DsurfCTS and 3Dsurf3DM
The geometric deviations between 3DsurfCTS and 3Dsurf3DM in the Z direction are described in
the following section for both the whole surface (WS) and sub-region (SR) reconstructions. The largest
absolute difference between 3DsurfCTS-WS and 3Dsurf3DM-WS was 1.06 mm with 95% of the values
less than 0.41 mm. The largest absolute difference between 3DsurfCTS-WS and 3Dsurf3DM-SR was
1.15 mm with 95% of the values less than 0.42 mm. Figure 7 shows contour plots of the difference in Z
coordinate between 3DsurfCTS-WS and 3Dsurf3DM-WS (Figure 7A) and between 3DsurfCTS-WS and
3Dsurf3DM-SR (Figure 7B). The probability distribution of obtaining a given deviation between the
two surfaces at any point is reported in Figure 7C.
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3.3. µCT Measurements of 3D Printer Geometric Accuracy 
The mean absolute difference over the three measurements between µCT dimensions and those 
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4. Discussion
In this paper, we have reported the use of an optical technique based on digital image correlation
(DIC) to reconstruct the cardiac surface of an ex vivo porcine heart including localised features
(coronary artery branches). To the best of our knowledge, this is the first effort to quantify the error of
3D-DIC shape measurements on the cardiac tissue surface with local geometrical variations using an
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additive manufacturing process. The use of a 3D printed model to present a controlled surface geometry
to the 3D-DIC technique removes the uncertainty associated with the form of the initial soft tissue
geometry. The comparison between the reconstructed 3D surface of the cardiac tissue (3DsurfCTS)
and that of the 3D printed model (3Dsurf3DM) consisted of two steps: (1) a rigid transformation
that computed the rotation and translation matrix to align the two surfaces; (2) calculation of the
discrepancy between Z coordinates after linear interpolation to common X and Y locations.
The 3D-DIC shape measurements were achieved using two different speckle patterns generated
on two different materials (soft tissue and PLA), therefore, since the outcome of DIC measurements
strongly depends on the quality of the speckle pattern, the evaluation of the speckle morphology in the
two patterns provided information about the quality and similarity of these two patterns. In particular,
the two distributions of the cumulative percentage of speckle sizes (Figure 5) demonstrated most
speckles (~70%) had a radius included in the range of 2–3 pixels, which are the recommended values
for speckle sizes in DIC analysis [5].
The rigid transformation process did not have a significant impact on the result of the geometrical
comparisons as the 95th percentile of the results shown in Figure 7A,B differed by only 10 µm.
Overall, 95% of the geometrical discrepancy between 3DsurfCTS and 3Dsurf3DM was lower than
0.42 mm, with larger deviation close to the edge of the ROI. Such behaviour can be explained both
by poorer performance of DIC near the edges of the ROI, resulting in reduced accuracy in the 3D
reconstruction, and by differences in the size of the object in the field of view in each case that forced
different ROIs to be used for each reconstruction. However, considering the uncertainty introduced by
the 3D printer, assessed through gold standard µCT measurements, the final error achieved by the
3D-DIC method in shape reconstruction is expected to be less than 0.3 mm. Therefore, the geometrical
discrepancies reported in this study support sub-millimeter accuracy of 3D-DIC shape measurements.
This represents a spatial resolution that is less than 1% of the field of view of the stereo images
used for the reconstruction. Reconstruction of the geometry used in this study is arguably more
challenging than studies in the literature which report surface reconstruction of either objects that do
not have local geometrical variations (e.g., flat plates [23]) or that can be fitted to a simpler geometry
(e.g., cylinder [23]), allowing straightforward error computation relative to the ground truth geometry.
Although the influence of the DIC parameters on the accuracy of the surface reconstruction is not
the main focus of this work, the subset size may strongly affect the 3D reconstruction process and, hence,
the resulting 3D printed model and discrepancy between 3DsurfCTS and 3Dsurf3DM. It is well known
that whilst larger subset sizes increase the accuracy of the correlation and the precision in displacement
measurements, detailed features of the object surface are not preserved [24]. Therefore, in the current
study best practice was followed to obtain at least three speckles within each subset [5], resulting in a
subset size of 21 pixels. This is reasonably small relative to the ROI in order to minimize smoothing of
object surface features.
The results presented in Figure 8 suggest that holes are the most difficult feature to print at
small sizes, but that typical errors are of the order of 0.1 mm. The maximum error obtained is
of the same order as the 95% interval of the discrepancy between the two reconstructed surfaces.
These results are consistent with the manufacturer’s quoted position accuracy in the XY plane of
±0.1 mm. However, direct interpretation of these results in the context of the 3D printed cardiac
surface is complicated by the PLA layering process. It has been shown, for example, that the geometric
error in fused deposition modelling is strongly related to a number of parameters including the
deposition angle [25]. Errors of up to approximately 0.8 mm have been previously reported when
considering a number of different print designs, with a range of machine settings [25]. This suggests
that 3D print accuracy measured in this study is towards the higher end of what might be expected.
Whilst these results suggest that the dominant source of error between the two reconstructions
arises from the 3D-DIC process, further reduction in reconstruction error may be possible through
further optimisation of stereo camera hardware and DIC parameter variation.
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Finally, results obtained in this work will support the development of future work that will focus
on the use of the 3D-DIC technique to characterise epicardial deformations in isolated beating hearts
to provide a detailed validation of strain measurements obtained using clinical imaging modalities
(e.g., ultrasound), as already discussed in the introduction.
Limitations
Limitations that may contribute to discrepancy between the reconstructed 3D surfaces originate
from the 3D-DIC workflow including speckle pattern quality [20], stereo camera calibration [26],
choice of the shape function, interpolation scheme and correlation criterion used in the DIC
analysis [27], and selection of the subset and step size [28]. Variation in the accuracy of the additive
manufacturing process may be expected using different 3D printing methods (e.g., stereolithography),
however, a comparison between techniques was not performed in this study.
This study reports an evaluation of geometry under static conditions, in order to make a direct
comparison between the geometry reconstructed from images of cardiac tissue and the 3D printed
model. As a result, this does not assess the challenges associated with dynamic deformation of
the cardiac surface which will be encountered if the 3D-DIC technique is extended to measure the
beating heart.
5. Conclusions
In conclusion, in this paper, we have described the use of the additive manufacturing process to
validate shape reconstruction measurements performed with the 3D-DIC method. The accuracy of the
3D printer and discrepancy between 3D surfaces reconstructed from cardiac tissue and a 3D print of
the same geometry were evaluated. In particular, considering the resolution of the 3D printer, the error
associated with the 3D-DIC measurement supports the use of this technique to accurately reconstruct
localised features of complex surfaces with errors less than 1% of the field of view.
Supplementary Materials: The figures and dataset of the reconstructed surfaces are available online at
https://doi.org/10.15131/shef.data.5426683.
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